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      CURECRETE - C 300  
        CONCRETE CURING AND SEALING COMPOUND  
 

CURECRETE C 300    is a water based, advanced acrylic formula, curing compound and 
water sealer/repellent in one. It’s a special liquid formulation, curing and sealing 
compound based on acrylic resin emulsion, wetting agent and additive. It is used to prevent 
rapid evaporation of water from fresh concrete ensuring uniform hydration, adequate 
strength development and also minimize plastic shrinkage cracks. It is also used to seal 
concrete against ingress of waterborne salts such as chlorides, sulphates and atmospheric 
carbon dioxide gas. It has excellent curing and sealing properties. CURECRETE C 300 is very 
cost effective and labor saving eliminate. 
 
Excellent UV stable curing and sealing performance from a ready-to-use,  sprayable, user-
friendly curing agent 
 
BENEFITS 

 Controls water retention and evaporation rates in newly placed concrete to 
provide added strength and protection 

 Seals and protects cured concrete surfaces against moisture penetration 
 Provides for complete development of concrete’s wear resistance and 

strength properties. 
 will reduce the loss of and rapid evaporation of surface water, especially 

critical in gusty or windy conditions, control initial expansion and ultimate 
shrinkage thereby eliminating or reducing shrinkage cracks 

 Provides the proper moist condition and maintains a perfect curing 

environment for concrete. 
 When used as a curing compound, CURECRETE C 300 does not 

require any additional curing time before flooring can be installed, 
provided complete hydration of the slab has taken place. This 
accelerates the normal time frame allowing for non-interrupted 
scheduling of the project 

 Non toxic, non irritating, non flammable, easy to use and environmental 
friendly. 

 
APPLICATION OF CURECRETE C 300 is ready to spray because of low viscosity. 
 
STANDARDS 
                        ASTM C – 309 Compliant 
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ORGANIX offer two types of CURECRETE C 300  

STANDARD                     Type 1 Class A           White liquid wet, transparent film dry,  
                                                                                     65% minimum curing efficiency. 
WHITE PIGMENTED     Type 2 Class A White liquid wet, reflective white film dry; 
        75% curing efficiency. 

 
 
DIRECTION FOR USE 
Before using, stir CURECRETE C 300 in the can. Transfer contents to a conventional back 
pack spray machine and apply top fresh concrete evenly and uniformly. Maintain uniform 
spraying pressure to avoid puddles. Apply CURECRETE C 300 at the earliest opportunity 
immediately when initial bleed water has disappeared. 
 
On formed concrete, wash the surface of the concrete with clean water immediately after 
removing the forms. Immediately after surface water has disappeared, apply CURECRETE C 
300 by spray, roller or brush.  
 
APPLICATION RATE 
CURING: Apply at the rate of 5 square meters per liter, one coat. 
SEALING: Apply at the rate of 5 square meters per liter per coat. Two coats 
Recommended allowing first coat to dry for at least 3 hours but not more than 36 hours. 
 
SURFACE FINISHES 
CURECRETE C 300 acts as a primer for water-based emulsion paints such as PVA, Acrylic, 
Ethylene Vinyl Acetate, PVC, etc. 
 
It is also compatible with bituminous emulsion and latex-modified cementitious renders 
and tile adhesive. 
 
HEALTH AND SAFETY 

o Using  gloves, goggles and other protective clothing  is advised to use C-300 
o If swallowed, do not induce  vomiting 

 
STORAGE 
15 month if stored at 35°C under shed. 
 
PACKING 
CURECRETE C 300 is available in 20 Ltr. Pail 200 Ltr. drum. 
 
NOTE: All information is given in good faith on the results gained from experience and tests. 
However, all recommendations or suggestions are made without guarantee since we don't have any 
control on site conditions and its uses. 


