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TECHNICAL DATA

DRY BOARD
                            BITUMINOUS PROTECTION BOARD 
                        
 

It’s a thermally well bonded board of 
multi layers produced from quality 
additives which are bonded together in 
polymer modified bitumen and then 
sandwiched between layers of 
saturated fiber glass and polyethylene 
liners. Each board has a polyethylene 
surface which acts as an anti-stick 
interleaf while packing. 
 
USES 
DRY BOARD protects water proofing 
and damp roofing systems. 
 
KEY FEATURES 
 Rigid and durable 
 Chemical resistant 
 Thermal resistant 
 Compatible with most water 

proofing systems 
 
SPECIFICATIONS 

Thickness 3.2,4 and 6mm 
Size 0.95X2m/0.9X2m 
Bitumen 
content 

75% 

Softening 
point 

140ºC 

Chemical 
resistance 

excellent 

 
HEALTH AND SAFETY 
Care should be taken when using tools 
to cut the board. Its is non hazardous 
and non flammable 
 

 
APPLICATION 
 
The boards should be laid continuously by 
fitting all edges firmly. For horizontal 
surface, but the protection board sheets 
together if required. Cut the board to fit 
all intersections. Use self adhesive taps to 
seal joints if necessary 
 
On vertical surfaces butt the sheets and 
hold in place until backfill has been 
accomplished. DRYBOARD can be fixed by 
torch or both cold and hot applied 
adhesives depending on the type of 
membrane that has been used. 
 
If properly applied, it will absorb the 
impact of aggregate shock, normal site 
foot traffic, and protect the 
waterproofing membrane from the sharp 
edges of reinforced steel and aggregate 
during the backfill process and later 
settlement. 
 
PACKING 
BITUBOARD is available shrink wrapped 
on pallets for easy handling. It should be 
offloaded with the help of crane or forklift 
.If the boards are unloaded separately, 
please ensure that they are stacked once 
again on a pallet or on a flat surface. 
 
STORAGE 
Should be stored in a covered area. 


