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FLOOR FORT-100 
TWO COMPONENT EPOXY FLOOR COATING 

 

FLOOR FORT-100 is a two-component solvent free high build epoxy floor 
coating and it provides concrete floor surface excellent resistance to 
abrasion and protection against chemical attack.  
USES 
It’s a good floor coating at Food processing plants, Hospitals, warehouses, 
showrooms etc 
 

 
ADVANTAGES 

� Excellent chemical and abrasion resistant  
� Solvent free, no odour during application 
� Available in wide range of colors. 

       
 

�    Can be used with Non-slip aggregate which provides safe  
�    Attractive, glossy finish which can be easily cleaned 

 
                                   TECHNICAL PROPERTIES 
 

Solid content 100% 
Pot life  30 minutes @ 25°C 
Working time 90 minutes @ 25°C 
Touch day dry  5 hrs @ 25°C 
Over coat time 26 hours 
Light foot traffic  After 24 hours 
Full cure 5 days 
Tensile strength 22N/sq.m 
Coverage (theoretical) 4.5 sq. m/ ltr @200 micron 

thickness (2 coats application 
recommended) 

                   
CHEMICAL RESISTANCE: FLOOR FORT -100 has been tested for resistance 
to a comprehensive range of industrial chemicals. The result below was 
obtained after constant immersion for 3 months at 20ºC and 35ºC. 
 

ALKALIS CONCENTRATION RESISTANCE 
Sodium hydroxide 45% excellent 
Ammonia 10% excellent 
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ACIDS CONCENTRATION RESISTANCE 
Acetic acid 10% Excellent 
Citric acid 10% Excellent 
Hydrochloric acid  30% excellent 
Nitric acid 20% Good 
Sulphuric acid 40% Excellent 
 
APPLICATION 
Surface Preparation 
The substrate (concrete) should 
be fully dry, clean and sound. 
Vacuum blasting is preferred 
cracks should be repaired and 
should allow to cure. The 
substrate should be moisture 
free 
Priming 
Prime the fully prepared surface 
with the given primer. 
 
Mixing 
Mix part A (resin) and part B 
(hardener) separately for 1 
minute using a slow speed drill 
fitted with a paddle. Then add 
Part B in to Part A and mix well 
for 3 minutes to get even 
consistency.  
 
Coating 
Apply using quality brush or short 
nap roller ensuring surfaces are 
fully covered. After when the first 
coat get cured (24hrs), apply the 
second coat at right angles to the 
first with minimum thickness of 
200 microns each coat. 
If Non –slip surface is required by 
broad casting FLOOR FORT Anti 

slip grain to FF 100 first coat 
whilst still wet. After drying the 
excess aggregate should be 
vacuum cleaned from the 
surface. 
 
Cleaning of tools. 
Clean all the tools and equipment 
with     Organix   solvent   CL 
immediately after the use. 
 
PACKING 
Available in 5 kg Kit. 
 
STORAGE: 
Store under ware house 
conditions, in the original 
unopened packs. 
 
Shelf life: 12 months under 
conditions below 35°C 
 
HEALTH AND SAFETY 
Flash point 52°C, may Irritate to 
eyes and skin. Avoid breathing 
fumes, Wear suitable gloves and 
eye/face protection. Wash hands 
with water after use. 
 
 
 
 

 


