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TOUFFCRETE MC 28  

HIGH STRENGTH SHRINKAGE COMPENSATED MICROCONCRETE 
 

  
TOUFFCRETE MC28 a ready to 
use product in powder form. 
Which requires only the on-
site mixing with water to 
produce a shrinkage 
compensated micro 
concrete of predictable 
performance. 
The larger size aggregate 
TOUFFCRETE MC28 permits 
precision grouting of 
thickness>80mm between 
bed plate and foundation 
and specially suitable in high 
ambient temperatures. 
 
ADVANTAGES 
 Shrinkage 

compensated. 
 Formulated for deep 

section grouting 
 Proven and predictable 

performance  
 Excellent workability 

retention even at high 
ambient temperatures. 

 High bond strength 
development even at 
fluid consistency .good 
fatigue impact 
resistance. 

 Micro silica content 
enhances strength and 
durability. 

 Low heat gain 
 

PACKAGING 
TOUFFCRETE MC is supplied 
in 25kg bags 
 
 
Compressive 
strength 
(after 1 day) 
                                     
(after 3days) 
                                    
(after 7 days) 
                                   
(after 28days) 

 
 
28N/mm² 
 
35N/mm² 
 
45N/mm² 
 
78N/mm² 
 

Flexural strength       
(after 28days) 

94N/mm² 
 

Setting time 6-8 hours 
at 20ºC 

Wet density 2500kg/m 
 
APPLICATION PROCEDURE 
Preparation 
The surface onto which the 
grout is to be applied should 
be TOUFFCRETE MC28 to 
remove laitance and 
expose aggregate. Do not 
use bush hammers or similar 
preparation equipment that 
can crush the aggregate 
but leave it in place. The 
surface must be free of oil, 
dust, dirt, paint, curing 
compounds etc. soak area 
to be grouted with water for 
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BUILDING SYSTEM

PHYSICAL PROPERTIES  
Tensile strength 18.86 N/mm 

Impact strength
 

4.90 joules 

Puncture resistance 
 

42.54 mm deflection/844  N force 

Compressive strength 
 

0.369 Mpa 

 
 
INSTALLATION 

Application to any substrate is possible by D FIX bonding adhesive.
Apply D FIX liquid to both the faces and adhere the board to the substrate when 
the adhesive is tacky even vertical or horizontal installations.

For special applications, contact Organix technical support.
 
PACKING
25sheets pack

STORAGE CONDITIONS:
Store at room temperature. Rotate stock using oldest material first. Shelf life is six 
months. 
 
SAFETY PRECUATIONS 
TOUFF GUARD corrugated boards are not expected to cause any hazardous 
conditions when processed in accordance with good manufacturing practices. Still 
advice to stick on basic safety precautions.


